
 

� Nominal capacity @ 2 mA, to 2V 2.1 Ah 

� Rated voltage 3.6 V 

� Wires AWG 24 

� Enclosure UL 94V2 

� Mounting Hook & Loop Fastner 

� Operating temperature range -55ºC to +85ºC 

� U.L. Component Recognition, MH 12193  

CONNECTOR TYPE:  

HOUSING MOLEX 5057-9004 

CONTACTS MOLEX 1602-0088 

POLARITY KEY MOLEX 1504-0293 

  

CATALOUGE NO. 15-5242-40000 

TECHNICAL DATA 
(Typical values @+25ºC for batteries stored for one year or less) 

For Memory Back-up Applications 

MODEL TL-5242/W 

Note: Any presentations in this data sheet concerning performance are for information purpose only and are not construed as 
warranties either expressed or implied, of future performance. 

 

ADDITIONAL INFORMATION 

MEMORY BACKUP 

ECN 1502099      Rev. C 03/2010 

DISCHARGE CHARACTERISTICS @ +25ºC   
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~0.1 mA

(1.96 Ah)

180 KΩ

~20 µA

(1.80 Ah)

1.0

1.5

2.0

2.5

3.0

3.5

4.0

1 10 100 1000 10000 100000

Hours

Volts

 

VOLTAGE VS. TEMPERATURE   
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