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NOTES: UNLESS DTHERWISED SPECIFIED.
1.0 MATERIAL AND SPECIFICATIONS

101

102
103
104

CONDUCTDRS: 26 AWG (127012 mm)
STRANDED BARE COPPER.

INSULATION: POLYPROPYLENE
COLOR: PER CALLOUT
PACKAGING: (SEE PAGE 2)

20 ELECTRICAL CHARACTERISTICS

Z01 TEMPERATURE & VOLTAGE RATING: 80°C 30 V

202 CONDUCTORS RESISTANCE: 148 OHMS/KM MAX. AT 20°C
203 INSULATION RESISTANCE: 100 MEGADHMS/KM MIN. AT 20°C
204 CAPACITANCE: 15 PF/FT (MAX)

205 DIELECTRIC TEST: AC-S00V PER 1 MINUTE

3.0 PLACE BAR CODE LABEL ON THE DOUTSIDE OF EACH SHIPPING BOx
LABEL DETAIL SEE DWG 090-990-001. FOR CUSTOMER CODE 4DGK [INLY.
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GREEN RED CENTER BUMP
YELLOW BLACK GREEN RED CENTER BUMP
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GLF-121-410-000 4 SILVER SATIN w-}'ﬁﬂ t ul.fsnaum
GLF-121-410-010 4 BLACK mﬂ?&a tt 0&%91
GLF-121-410-020 4 WHITE mﬁ:ﬂ - “iﬁ"]
GLF-121-610-000 5 SILVER SATIN Cﬂfl;a :-.r ufo?f]
GLF-121-610-010 6 BLACK e
GLF-121-610-020 6 WHITE mﬁ?&o t* 0&%91
GLF-121-810-000 B SILVER SATIN (oorie = 0083]
GLF-121-810-010 8 BLACK e
GLF-121-B10-020 8 WHITE mgﬂﬂﬂ !; 01.2139}
1/0 INTERCONNECT NUMBER OF ——— o o
PART NUMBER CONDUCTORS

THIRD ANGLE PROJECTION

I/0 INTERCONNECT

SANTA ANA, CALIFORNIA

]

TITLE:

UNLESS OTHERWISE NOTED
1> DIMENSIONS ARE IN

26 AWG <2/0.12 mm) BARE
COPPER, 7,00 FT EXTENDED, NON-UL,
UNSHIELDED, MODULAR CABLE

MILLIMETER [INCHES]
2) TOLERANCES:

XX % 100 [0.39]
XXX £ 025 [001)

= PART W GLF-121-X10-0X0

i DVG ML GLF-121-X10-0X0

Ty CUSTOMEH 170 ‘Ev
INTERCONNECT K

o2 WAL NONE MR 1 OF 2
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TIONS ARE THE STLE PROPERTY OF 1/0 INTERCOWWETT INC. Dwh. NO ZONE |REV, DESCRIPTION DAT APPROVED
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ADD MOTE & CHANGE PN
K TO REFLECT ROMS COMPLIANT, 04/14/05 MG

ACTUA DATA PER ECH DESP

=—— 213 M [7.00 FT] EXTENDED LENGTH —
MINIMUM

RETRACTED LENGTH “R*

+ S50.B0/- 0.00 [+ 2.00/- 0.00]

o g o /
100.00 + 10.00
| [3.937 t 0.394]

3 533.40 [21.0001 | L=1300° X W=25.00° X H=9.00° | 10 BUNDLE, 250 PCS
3 €09.60 [24.000) | L=13.00° X W=25.00° X H=9.00° | 10 BUNDLE, 250 PCS
NOTES: UNLESS DOTHERWISED SPECIFIED. (] 71120 [28.0001 L=13.00" X W=30.00" X H=9.00" | S BUNDLE, 125 PCS
40 PACKAGING SPECIFICATION CONDUCTORS | MILLIMETERS | INCHES DIMENSION MAX, PACKAGING GUANTITY
NUMBER (0F | RETRACTED LENGTH ‘R” DUTSIDE SHIPPING BOX PER SHIPPING BOX
401 USE CLEAR TAPE TO BUNDLE 25 CABLES TOGETHER
AT THE MID SECTION. TABULATION BLUICK
THIRD AN N
402 PLACE PLASTIC BAG IN SHIPPING BOX, SEE TAB BLOCK BT ANGLE. PROJECTIO I/0 INTERCONNECT
FOR PACKAGING QUANTITY PER SHIPPING B0X. CLOSE : SANTA ANA, CALIFORNIA
PLASTIC BAG AND SEAL BOX ALONG 3 SURFACES WITH TAPE. - RE 55 AN G/ 120 SARE
o MAYR | COPPER, 7. TENDED, NON-UL,
S0 PART TO BE ROMS COMPLAINT. = oom i e A i e e
UNLESS OTHERWISE NOTED: | 2
1) DIMENSIONS ARE IN PART ML GLF-121-X10-0X0
MILLINETER LINCHES)  fomscs e
2) TOLERANCES: o GLF-121-X10~-0X0
XX % 10,0 (0,391 Ty CusToNER 170 wV.
XXX £ 025 (0.013 INTERCONNECT K
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