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Magnetic Mount Antenna 
868 MHz SRD Band 

 
 
 
 

 
 
 
 
 
 
 
Electrical Specifications: 
 
Frequency Range : 824 ~894 MHz 
VSWR : ≤ 2.0 
Impedance : 50Ω ± 5Ω 
Polarization : Vertical 
Power Handling : 1W 
 
 
 
 
 
Mechanical Specifications: 
 
Connector : SMA MALE 
Operation Temp. : -30°C ~ +60°C 
Cable & Length : RG-174 1.5M Black 
Material : Radome: ABS 
Base: Magnetic 
Dimension : Ø27mm x 89.8mm 
Weight : 50g ± 5g 
Color : Black 
 
 



 

 
AMBER wireless GmbH assumes that the statements made in this data sheet are correct at the time of issue. AMBER wireless GmbH reserves the right to make changes to 
technical specifications or product functions without prior notice. AMBER wireless GmbH does not assume any responsibility for the use of the described products, neither does it 
convey any license under its patent rights. All trademarks, registered trademarks and product names are the property of their owners 
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Return loss : 
 

 
 
SWR : 
 

 
 
 
 
 
 

Ordering information 

Item no. Description 

AMB1982 868 MHz magnetic mount antenna 
 

  

 
 
 
 
AMBER wireless GmbH 
Phone       +49.651.993.550  
Email         info@amber-wireless.de 
Internet      www.amber-wireless.de 
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