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INPUT VOLTAGE 90 ~ 264 VAC

FREQUENCY 50 ~ 60Hz

MAXIMUM OUTPUT POWER 5W

INRUSH CURRENT

EFFICIENCY

LOW STANDBY POWER

OVER VOLTAGE / SHORT CIRCUIT PROTECTION

OPERATING TEMPERATURE 0°C ~ 40°C

STORAGE TEMPERATURE -20°C ~ 60°C

HUMIDITY

LEAKAGE CURRENT

HI-POT

MTBF

QB

3

Ripple

5.0V

HDP-QBXXXYYC 3.0V ~ 5.0V

HDP-QBXXXYYC 5.2V ~ 6.0V

HDP-QBXXXYYC 6.2V ~ 7.5V

HDP-QBXXXYYC 7.6V ~ 8.5V

HDP-QBXXXYYC

HDP-QBXXXYYC

UL/cUL
CE
CB
SAA
C-Tick
FCC

REACH 
CEC VI
KC
PSE
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INPUT VOLTAGE 90 ~ 264 VAC

FREQUENCY 47 ~ 63Hz

MAXIMUM OUTPUT POWER 5W

INRUSH CURRENT

EFFICIENCY

LOW STANDBY POWER

OVER VOLTAGE / SHORT CIRCUIT PROTECTION

OPERATING TEMPERATURE 0°C ~ 50°C

STORAGE TEMPERATURE -20°C ~ 85°C

HUMIDITY

LEAKAGE CURRENT

HI-POT 3000VAC 60 Sec

MTBF

MEDITE

 

Ripple

HDP05-MD05010U 5.0V

HDP05-MDXXXYYC 3.0V ~ 5.0V

HDP05-MDXXXYYC 5.2V ~ 6.0V

HDP05-MDXXXYYC 6.2V ~ 7.5V

HDP05-MDXXXYYC 7.6V ~ 8.5V

HDP05-MDXXXYYC 8.6V ~ 10.0V

HDP05-MDXXXYYC 10.2V ~ 12.0V

UL/cUL 
CE
CB
SAA
C-Tick

FCC

REACH
CEC VI
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INPUT VOLTAGE 90 ~ 264 VAC

FREQUENCY 47 ~ 63Hz

MAXIMUM OUTPUT POWER 12W

INRUSH CURRENT

EFFICIENCY

LOW STANDBY POWER

OVER VOLTAGE / SHORT CIRCUIT PROTECTION

OPERATING TEMPERATURE 0°C ~ 50°C

STORAGE TEMPERATURE -20°C ~ 85°C

HUMIDITY

LEAKAGE CURRENT

HI-POT 3000VAC 60 Sec

MTBF

MEDITE

 

Ripple

HDP12-MD05024U 5.0V

HDP12-MDXXXYYC 5.0V ~ 9.0V

HDP12-MDXXXYYC 9.1V ~ 12.0V

HDP12-MDXXXYYC 12.1V ~ 15.0V

HDP12-MDXXXYYC 15.1V ~ 18.0V

HDP12-MDXXXYYC 18.1V ~ 24.0V

HDP12-MDXXXYYC 24.1V ~ 28.0V

UL/cUL 
CE
CB
SAA
C-Tick

FCC

REACH
CEC VI



 

 


