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1.CONTACT RETENTION FORCE:5N MIN.
  CUT-OFF BURR 0.03MAX.
3.MATERIAL/ PARTS WHICH ARE CONTAINED THE PROHIBITION SUBSTANCE
  FOR 4.2 [CLASSIFICATION OF ENVIRONMENT RELATED SUBSTANCE,
  (1) CLASS I SUBSTANCE (PROHIBITION TO USE), ANNEXED TABLE 1]
  OF ENVIRONMENT RELATED SUBSTANCE CONTROL STANDARD (14-2.5.0.6)
  MUST NOT USE IN PRODUCT AND MANUFACTURING PROCESS.
4.CADMIUM CONTENT: 5ppm UNDER. (ONLY PLASTIC/RUBBER)
   : QIP INSPECTION ITEM. (ONLY PLASTIC/RUBBER)

PRELIMINARY

   
       :   
       :      
    
             
     :    
       :         
         
          ID(1  )
 
 
 MATERIAL
  CONTACT:COPPER ALLOY
  HOUSING:THERMOPLASTIC UL94V-0 BLACK
 FINISH
  CONTACT:NICKEL ALL OVER UNDER PLATING,
          GOLD PLATING AT CONTACT AREA,
          GOLD FLASH PLATING AT LEAD AREA,
 DATE CODE.
 MOLD CAVITY ID ON ONE OF THE INDICATED SIDE SURFACE.
 

2013797-1:AS SHOWN

        
REFERENCE P.C BOARD LAYOUT

(GENERAL TOLERANCE: 0.05,SCALE 5:1)

  A-A
SCALE 10:1

OUTLINE OF THE
CONNECTOR.
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