
 

 

Daburn Electronics & Cable 
44 Richboynton Road 

Dover, NJ 07849   
 

High Voltage Silicone Rubber Lead Wire 200°C VW-1  

Description: One stranded tinned copper conductor, extruded white flexible silicone rubber insulation 
overall.   Recognized by UL as style 3239 (UL Temperature Rating is 150°C).   

Please call for colors other than white and for nickel plated copper conductors.  This series is RoHS 
compliant. 
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2636/28A 28 7/36 .045 20 .106  2636/16AAA 16 26/30 .022 3 .102 

2636/26AAA 26 7/34 .022 3 .062  2636/16AA 16 26/30 .033 6 .126 

2636/26AA 26 7/34 .033 6 .086  2636/16A 16 26/30 .045 20 .150 

2636/26A 26 7/34 .045 20 .109  2636/16B 16 26/30 .062 25 .183 

2636/26B 26 7/34 .062 25 .143  2636/16C 16 26/30 .077 30 .217 

2636/26C 26 7/34 .077 30 .176  2636/16D 16 26/30 .097 40 .256 

2636/26D 26 7/34 .097 40 .216  2636/14AAA 14 41/30 .022 3 .118 

2636/24AAA 24 11/34 .022 3 .067  2636/14AA 14 41/30 .033 6 .142 

2636/24AA 24 11/34 .033 6 .091  2636/14A 14 41/30 .045 20 .165 

2636/24A 24 11/34 .045 20 .114  2636/14B 14 41/30 .062 25 .199 

2636/24B 24 11/34 .062 25 .148  2636/14C 14 41/30 .077 30 .232 

2636/24C 24 11/34 .077 30 .181  2636/14D 14 41/30 .097 40 .272 

2636/24D 24 11/34 .097 40 .220  2636/12AAA 12 65/30 .022 3 .136 

2636/22AAA 22 7/30 .022 3 .074  2636/12AA 12 65/30 .033 6 .160 

2636/22AA 22 7/30 .033 6 .098  2636/12A 12 65/30 .045 20 .183 

2636/22A 22 7/30 .045 20 .121  2636/12B 12 65/30 .062 25 .217 

2636/22B 22 7/30 .062 25 .154  2636/12C 12 65/30 .077 30 .250 

2636/22C 22 7/30 .077 30 .187  2636/12D 12 65/30 .097 40 .290 

2636/22D 22 7/30 .097 40 .228  2636/10AAA 10 105/30 .022 3 .161 

2636/20AAA 20 10/30 .022 3 .081  2636/10AA 10 105/30 .033 6 .185 

2636/20AA 20 10/30 .033 6 .104  2636/10A 10 105/30 .045 20 .209 

2636/20A 20 10/30 .045 20 .127  2636/10B 10 105/30 .062 25 .243 

2636/20B 20 10/30 .062 25 .162  2636/10C 10 105/30 .077 30 .276 

2636/20C 20 10/30 .077 30 .195  2636/10D 10 105/30 .097 40 .315 

2636/20D 20 10/30 .097 40 .233        
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2636/18AAA 18 16/30 .022 3 .091        
2636/18AA 18 16/30 .033 6 .114        
2636/18A 18 16/30 .045 20 .138        
2636/18B 18 16/30 .062 25 .172        
2636/18C 18 16/30 .077 30 .205        
2636/18D 18 16/30 .097 40 .244        
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