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-5 /Model Z4TL2B124064X

1. 1% H i/ General Scope
AU i T 1 5 3R B EL R R L Z4TL2B124064X 7Y
This specification applies to cylindrical permanent-magnetic motors DC model
ZATL2B124064X

2. ¥ F 4 1f-/Operating Conditions

i H /Ttem JIA%/Specifications 2&AF- %4+ /Conditions & Remarks
BUE HL s
2-1 | Rated voltage 3.0VDC
by | BUE S e J10. SMEE
Rated load Counterweight As specified in 10. Outline Drawing
53 Jie % I I C.W/C.C.W
Rotation (clockwise or counter clockwise)
94 PN VA= § WAL A
B Motor position All position
IS
25 Operating voltage 22~3.6VDC
6 i FHER S 30 ~ 70°C, % & /Ordinary | Jo/KSHES:
B Operating environment Humidity:65+20%RH No condensation of moisture
57 RAFH 5 40 ~ 80°C, % i@ /Ordinary | /K HEL:
) Storage environment Humidity:65+20%RH No condensation of moisture

3. W5E & AfF/Measuring Conditions

I H /Ttem KA /Specifications ZAF-#47F/Conditions & Remarks
vHE
3 | A 20£2°C
Temperature
vl
30 | BE (63%~67%) RH
Humidity
iy | 0E Bl T A SR A L
Motor position Motor shaft horizontal Lock the motor in a test fixture
PRAENNR ZAF AL 20°C, WL 65%. WIJohEsR, WAL 5~35°C. WL 45~85%[ 4+ F Ik,

AWK B, RCE U7 ) A Bl ) K P o /The measurement at 20°C & 65%RH is standard. If the judgment is not
questionable, recognize measurement at 5°C to 35°C & relative humidity 45% to 85%. Direction of motor is shaft

horizontal.

4. MUME K /Mechanical Specifications

i H /Item JHH%/Specifications M- £ /Conditions & Remarks
4-1 4k WA E Outline drawing No:
Configuration As specified in outline drawing ZATL2B124064X
N2 AR AN TE 2 R A, S s e \
' Ao fPUBURIL B IS o corvrimmape ot e
A There shall be no evidence of . =
4-2 . Visual examination(allowable extent
Appearance mechanical damage and shall not have .
. ; is based on boundary sample)
inadequate corrosion and so on
IATETE ~
4-3 Shaft end play 0.05mm~0.2mm
P71 E g
4-4 | Holding strength 30N (3kgf) Min
of vibration weight
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5.4 fEAF 1L /Performance and characteristics

i H /Item JHH%/ Specifications 2144 1F/ Conditions & Remarks
Aﬁﬁ_’ ] - s S,
5-1 f{ﬁii d 15,000£2500 rpm TEAE U AAE 71380 (IR 7) 1 s
i Eﬁ,gﬁ At rated voltage and rated load
5-2 Rated current 80 mA Max (Counterweight).
I LR U
- i s Fo
53 | Seall corrent 105 mA Max FEAEHE T . At rated voltage
. TERUE B (1) T KR
&l < Vi .
5-4 i‘Eﬂ.EEE 2.0V DC Max {37 % . At rated load (Counterweight)
Starting voltage .
any position of rotor.
Y11 L FE 100V LI, 5~ AIHL5E ]
5-5 | L . IMQ Min At DC 100V between Terminal and
Insulation resistance
case.
Ui BT 0 7£20C F
>-6 Terminal resistance 35Q (£20%) At20°C
HUAH e
Mechanical noise >0dB(A)Max
ERUE B BUEE (k1) K
M AT 28dB.A THAL
WA s B&k
K HHE: 700g
At rated voltage and rated load (Counterweight).
Back ground noise 28dB(A) Max
Measuring instruments: B&k
Weight of jig:700g
&
U
O
g ~
U
57 - I
Microphone Microphone Microphone |
Motor - T Motor Motaor
(Weight Ref.700g) | (Weight Ref.700g) (Weight Ref.700g)

]

‘ U'rethane foam ‘

U'rethane foam

Fig. A

U'rethane foam

Fig. C
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6. nJHEPE/Reliability
i H /Ttem JH%/ Specifications ) %€ br#fE/Judgment
=
0.5s 0.5s . e .
Jity IR Bk NATE I 7-1 (R,
6-1 | 220 L cycle After the test, motors shall be
Life time . ..
i i approved as specified in item 7-1.
(DALY W | S | | W | ARdn
Position | Volt Load Temp | Humi | Life
HKE | B0E | RT . o 200,000
Horizon | Rated | Weight 20C 1 65% Cycles
D=k
6.2 {i@iﬁ% g /Temperature: —40+2°C
exDOS rep IS [A] /Time: 96h
*post R R R 2h J5, Tk
AR CE | _ . R I 7-2 TR
6-3 | High temp. {Eﬁ% gemp erature: 8(9)2121 C After 2 hours exposure in ordinary
Exposure ! tme temperature and humidity, Motors
TR i R /Temperature: 40+£2°C ?t};lu 7?26 approved as specified in
6d | Humidiey | A /Humidity: ~ 90~95%RH '
ox osurey JCE T/ Exposure time:  96h
p Jo/K ¥k 45/No condensation of moisture
4 J<IE /Displacement : 1.5mm (p-p)
Si%  /Frequency: 10 ~ 55Hz
R NI E /Acceleration:  22m/s? A 25 RN A7 5T 7-2 B EK .
- . . H) 4 eriod: min 5¢ ~35~ z ter the test motors sha €
6-5 Vibration J&8 1 /Period 20min 5S¢ 10~55~10H Af h hall b
/20 Minutes log sweep10~55~10Hz approved as specified in item 7-2.
Jila /Direction: X,z
If1a) /Time: £AJ719) 2h /Each 2 hours
TRI R A/ Test state ¥ 21k [l € /£ 2 100 » (L35 5
RS YR E, V&K eI .
Set the motor to the approximately 100g (include the
N motor) weight of block drop the motor on the concrete | MR 45 W FFA T 7-2 (12K,
6-6 Fre/:‘e‘:\ fall floor. After the test motors shall be
= /Height: 1.5m approved as specified in item 7-2.
J7 1A /Direction: 6 ™[l / 6 faces
V&A1 /Number of times: 4N 2 %
/ Twice 2 each
WRIGIEIA  /Test cycle :20 cycles
FEHR R FCE 2h 5, ik
Al A 7-2 K
6-7 | Heat shock - After 2 hours exposure in ordinary
test temperature and humidity, Motors
-30%2°C shall be approved as specified in item
1h 1n 7-2.

1 cycle
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7. Bi3K/Requirements

Tt H /Item g FEME / Requirements
1) % d/Rated speed:  AMEFHIIARE-30%, A i IR +60%
7.1 KA Initial data -30% Min, Initial data +60% Max
Table A 2) e Hifi/Rated current: AN KT HIUR{E+30%/Initial data+30% max
3) jEZ) HE [k /Starting voltage: 2.4V DC Max
4B 1) %7€ ¥ 1 /Rated speed: AK WU {E+30%/Initial data+30% max
72 | Table B 2) E i /Rated current: AR T W H£30%/ Initial datat30% max
3) #L 3 H i /Starting voltage: 2.4V DC Max

8. A F I & = 1il/Matters to be paid attention to when using motor

8-1 HIMLAEIBFanack A2 b /N O AR, 38 S ™ Al it g o 5 [ RS ) FE AT LWL 53 R ME BE 52401 - (Please lay the motors

carefully in transportation to avoid any serious damage to the motor body or its electric function because of collision.)

8-2 WAL 15 LS IR 5 2 26U 4 PR A PRV R HUBL, 75 102 B HLBLYERE . (Please use and storage

motors according to NO.2 item (Operating Conditions) in specification, or else motor characteristics would be affected.)

8-3 T AE 6 N H WAL o FELE AT IT I8 A0 e I T et S /K ok
4, (Make arrangement to limit the storage period to 6 months or less. Condensation of atmosphere must be avoided in
motor usage or opening the packaging of the motor.)

8-4 LyIANLE M A AT RS HA BT P I A R AE IS Bl HaS. SO2 NO2w CL2%%. J34h
BT AT R . PR KR A B S5 BETBON HH B P P AR RO 5, AE rB LI LR i Bk -
RAFTE S Sk, AR S 51 BIAAIZ# . (For proper operation. storage and operating environment must not
contain corrosive gases. For example HzS. SO2. NO». CL,. etc. In addition storage environment must not have materials
that emit corrosive gases especially from silicon. cyanic. formalin and phenol group. In the mechanism or the set.

existence of corrosive gases may cause no rotation in motor.)

8-5 VI HL Ja AN EACIS T A AL, O B S IR s I AN E il 4% 1 . (Please don't stall the shaft for a long time

after powering, and not to touch the weight when motor is rotating.)

8-6 LhikHli i [AIBRAL AN AT 22 CUniks . F4EW) Sk BT I7KEE) (There should be no sundries (such
as grain, fibre, hair, small tape, glue etc.) in the shaft end play.)
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Amm(LED RISk adk

Packaging drawing of 4mm cylindrical motor

50PCS(1 tray) X 20

ARRBER

1. b

() BHERDTET ke, BIERERENTScm.

Q) BAHER KT 9kg{H/N T T23kgl), BI&mBE¥SE A 60cm.

BBEBERAANTE =R —H.

() NTH: ENBKBH R, RERTREKDIBE, &8/&5%E/N
B, —3HAR.

Q) =8 =R AR, BEHRTF. BRKE, PEKE,
BARK, —H=K.

Gy I LB =FBETERNIA, BE K.

3. A A
SRABERRE, . HRETAR .

Package Test Requirement:

1. Criteria

(1) The weight of the whole carton less than 9kg, the dropping
height is 75cm.

(2) The weight of the whole carton more than 9kg and less than
23kg, the dropping height is 60cm.

2. Test Methods:

Dropping requirement is 6 faces, 3 arris, 1 angle.

(1) 6 faces: First dropping with two biggest faces, then dropping
with another two middle faces, at last dropping with two smallest
faces, once per face, total 6 faces.

(2) 3 arris: Choose any 3 arris which make up of the same the angle,
the dropping sequence is the longest arris, middle arris, shortest
arris. Total 3 times.

(3) 1 angle: Point to the angle which is made up with the 3 arris in
the above step. Dropping for 1 time.

3. Judgement Criterion
After drop test, no evidence of damage on the appearance and
performance.

1000PCS (1 bundle) X6

ﬂ

Remarks:

1000PCS/CTN:23. 5cmX 17cmX 27cm
2000PCS/CTN:33. 5cm X 23. 5em X 27cm
4000PCS/CTN:46. 5cmX 33. bem X 27cm
6000PCS/CTN:50. 5cm X 46. 5emX 27cm

OPP TAPE




10. 4MEKE/Outline Drawing

wod Assurydew-buojuil-mmm

Xv90vT1deILYZ

f& () FHEL

RERLS
& =
H #H

4602

AR E &K /Technical requirement

1.4 % & J£ /Rated voltage:3.0V

2.4 & 3%t /Rated current:80mA Max

3.9 % #1% /Rated speed:15000 = 2500rpm

4.3% % v,3t/Stall current:105SmA Max

5.3 F B/ Terminal resistance:35Q(+20%)
6.7 3} v /& /Starting voltage:2.0V Max

7.% 1% 4 Bk/Shafi end play:0.05~0.2mm

8.5 & MM /Lead wier spec: AWG32 UL3302

OB A RSy ARE BB 9 R ( AL 35 84 4 (L )
/Overall length is measured after counterweight
being pressed against body in direction A. (Shaft
end play is not included.)

10.5k 3 4 M /A 22 2§ /Unmarked tolerance: + 0.1mm

- 11,6+0.3
8.6%02
c 8+0.1 25+e
1.5405
~r \
{ ﬁ = 4 /Red (+) \\
@ \
33 § \\\
¥ /Blue (-) \ {845/ Tinned
SRR RAF
jinlong-machinery.com
w4 H S K EEXHS & £ | B M
P 4 | B (2009 05. 15 Aok | KEFE |2000.05.15 57]\ j’% E
xv i T BB AR | EE L
B x| = (20000515
; Sl
'? 7& %X% 2009. 05.15 Z4TL2B124064X
T % | XK 2000 05. 15 3 o | TR |2000. 05. 15 o £ =

ST7°60 °6007

uoneog;oedg/ﬁ[%?ﬂ

0:0poo /&) ‘ 67 L-4-1101 ON/ % ‘
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oy ‘ = INRRCT L
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NO. Reviser ate




