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THERMOCOUPLE TYPE "K", TC-K-01 BILL OF MATERIALS
FN QTY DESCRIPTION PART NUMBE MFG
1 A/R CICOIL CABLE 589R101-1 CICOIL

2 2
THERMOCOUPLE
 CONNECTOR

SMPW-CC-K-M
*

OMEGA

THERMOCOUPLE TYPE"K", TC-K-02 BILL OF MATERIALS
FN QTY DESCRIPTION PART NUMBE MFG
1 A/R CICOIL CABLE 589R101-2 CICOIL

2 4
THERMOCOUPLE 

CONNECTOR
SMPW-CC-K-M* OMEGA

THERMOCOUPLE TYPE "K", TC-K-03 BILL OF MATERIALS
FN QTY DESCRIPTION PART NUMBE MFG
1 A/R CICOIL CABLE 589R101-3 CICOIL

2 6
THERMOCOUPLE
 CONNECTOR

SMPW-CC-K-M* OMEGA

THERMOCOUPLE TYPE "K", TC-K-04 BILL OF MATERIALS
FN QTY DESCRIPTION PART NUMBE MFG
1 A/R CICOIL CABLE 589R101-4 CICOIL

2 8
THERMOCOUPLE 

CONNECTOR
SMPW-CC-K-M* OMEGA

TC-K-01-CA003

TC-K-02-CA003

TC-K-03-CA006

TC-K-04-CA006

 

TC-K-08-CA006

THERMOCOUPLE TYPE "K", TC-K-08 BILL OF MATERIALS
FN QTY DESCRIPTION PART NUMBER MFG
1 A/R CICOIL CABLE 589R101-8 CICOIL

2 16
THERMOCOUPLE 

CONNECTOR
SMPW-CC-K-M* OMEGA

TC-K-01-CA006

TC-K-01-CA012

TC-K-02-CA006

TC-K-02-CA012

TC-K-03-CA012

TC-K-03-CA003

TC-K-04-CA012

TC-K-04-CA003

TC-K-08-CA003

TC-K-08-CA012

NOTES, UNLESS OTHERWISE SPECIFIED:
 

1     INSTALL CONNECTORS AS REQUIRED

 
2     STRIP AND TIN PER IEC-J-STD-001

 
3     USE STRAIN RELIEF AS REQUIRED

 

4    CONDUCTORS: ULTRA FLEXIBLE, 
      FINELY STRANDED, CHROMEL AND ALUMEL

 
5    MINIMUM BEND RADIUS: 6X CABLE HEIGHT FOR 

      INTERMEDIATE FLEX;

      10X CABLE HEIGHT FOR CONTINUOUS FLEX

 

6    OUTER JACKET DUROMETER RATING: 
      65 (SHORE A)

 

7    CABLE TEMPERATURE RATING:

      -65°C TO +260°C

      ASSEMBLY TEMPERATURE RATING:
      -29°C TO +220°C

  

8    OUTER JACKET DIELECTRIC STRENGTH: 

      450 VOLTS/MILS (17.7 kv/mm)

  

9    *OR EQUIVALENT

LENGTH IN FEETNUMBER OF CONDUCTORS


