ONCONTROLLED DOCUMENT PART NUMBER REV.
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REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
5.00 [0.1971] A | ECN. #11148 11.08.06
8,60 [0.339]
l { ELECTRO—OPTICAL CHARACTERISTICS TA=25'C  lf=20mA
— ] | _ PARAMETER MN TYP  MAX  UNTS  TEST COND
100 00391 4 AT, ~2:00 L0075 100 roo3s1 | ff PEAK WAVELENGTH 636 (RED) nm
MAX. 574 (GREEN) nm
470 (BLUE) Am
FORWARD VOLTAGE  (R) 19 25 Vi
©) 21 25 Vi
£24.50 [0,9631 [EI) 365 49 Vi
MIN. REVERSE VOLTAGE 5.0 Ve 1r=100pA
AXIAL INTENSTY  (R/G/B) 600/ 450/150 med [F=2DmA
VIEWING ANGLE 30 2% theta
| 2.00 [0.079] EMITTED COLOR: RED/GREEN /BLUE (MULTI-COLOR)
r| | TYP. i EPOXY LENS FINISH: WATER CLEAR
400 [0157] | il
MIN. f 100 £0.0391 —I —
|l 050 00203
2,54 [0.00] SQR. <6 PLSD
4 PLS> — LIMITS OF SAFE OPERATION AT 257 PER CHIP
BOTTOM_VIEW POLARITY PARAMETER COLORS MAX UNITS
PEAK FORWARD CURRENT* (R/G/B) 185/205/160 mA
?5.90 [@0.232] PGWER DISSIPATIGN (R/G/EB) 170/105/102 mw
LU - DERATE FROM 25°C -12 W/C
BLUE ANODE RED ANODE OPERATING, STORAGE TEMP. —40 70 +85 <
SOLDERING TEMP. +260 C
GREENO—D‘TK]—O BLUE 2.0mm FROM BODY 3 SEC. MAX
GREEN ANODE BLUE ANODE *<I0S
COMMON CATHODE ®

COMMON CATHODE

343 [0.213] @
TYP.

CNVCONTIROLLELD LOCUMENT

*UNLESS OTHERWISE SPECIFIED TOLERANCES PER DECNAL PRECISION ARE: X=41 (£0.030], XX=105 (£0.020), XXX=£0.25 (0.10), XXXX=20,127 (+0005). LEAD SZE=0.05 (£0902), LEAD LENGTH=+075 (x0.030). MN= FJECNAL PRECBIN ypy - 4000 cermsion
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T-5mm (T-1 3/4) LED, 6 LEADED, MULTI-COLORED RELABILTY NITE
! ‘ ! DRAWN BY: CHECKED BY: JAPPROVED BY:|DATE: 11.08.06
OUR MANY YEARS OF EXPERENCE DATA ACCUNLLATION INDICATE THAT
636nm AlnGaP RED/S74nm AllnGaP GREEN BICOLOR, LR MANY, VEARS, CF EXPERENCE DATA ACCUNLLITON INYCATE T PAGE: 1 OF 1
470nm ULTRA SUPER BLUE, WATER CLEAR LENS. FLEASE FAY ATIENTION T0 YOUR SCLDERING PROCESS. e SCALE: N/A




