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SERIES

NUMBER OF CONTACTS
3 - 3 PIN 22 AWG PINS
4 - 4 PIN 22 AWG PINS
5 - 5 PIN 22 AWG PINS
6 - 6 PIN 22 AWG PINS
7 - 7 PIN 28 AWG PINS
8 - 8 PIN 28 AWG PINS

GENDER
M - MALE

S - SEALED VERSION

M S

PART NUMBER ORDERING CODE

0.444+
-
0.004
0.000

11.28+
 
0.10
0

 0.422±0.004
10.72±0.10

 

RECOMMENDED
PANEL CUTOUT

AS VIEWED FROM FRONT MATING SIDE

NOTES:

1. MATERIALS:
HOUSING - COPPER ALLOY, NICKEL PLATED
PIN CONTACTS - COPPER ALLOY, SILVER PLATED
PIN INSULATOR - THERMOPLASTIC, BLACK 
HEX NUT - BRASS, NICKEL PLATED
WASHER - STEEL, NICKEL PLATED
O-RING GASKET - THERMOPLASTIC RUBBER, BLACK

2. PRODUCT IS RATED IP-66 MATED AND IP-65 UNMATED.

3. THIS PRODUCT IS RoHS COMPLIANT.
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TB_MS SERIES A

1. ALL DIMENSIONS IN INCHES [mm]

    - TWO PLACE DECIMALS     0.02   [0.5]

    - THREE PLACE DECIMALS   0.005 [0.13]

SolidWorks CAD File

CUSTOMER DRAWING

TINI Q-G MINI XLR CONNECTOR
SEALED MALE PANEL MOUNT, RoHS
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